OTHERS / STOP VALVE (GLOBE VALVE)

STOP VALVE (GLOBE VALVE)

» PLASTIC BODY WITH HIGH RESISTANCE TO CORROSION, CHEMICALS AND WEAR.
« COMPACT SIZE AND AFFORDABLE TYPE
» ALSO AVAILABLE FOR FLOW CONTROL OR NEEDLE VALVE (SPECIAL ORDER)

?

0

BASIC SPECIFICATIONS
VALVE TYPE—— STOP VALVE (GLOBE VALVE)
SIZE 15 mm—100 mm (1/2 inch—4 inch)

BoDY MATERIAL—— [V HIEEE
SEAL MATERIAL / PACKING — [EZ Y1 etc.

CONNECTION / FLANGED — JIS5K, JIS10K, DIN, ANSI
SOCKET — JIS, DIN, ANSI
THREADED-Rc, Rp, NPT

FLUID MAXIMUM WORKING PRESSURI

TEMPERATURE VIAL TEMPERATURE) MPak

EEM oc~50C  1.01{10.2) © i o0
BEE 20C ~80C! 0.75{7.7) - i O

D= The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

PRODUCT MODEL [WAex i8¢l TYPE OPERATING SYSTEM| BODY MATERIAL | SEAL MATERIAL STANDARD

CODE LIST
Vv ST MH * * % * stk
i i i i i i i i
! ! ! ! ! ! ! !
V MANUAL ST STOPVALVE MHROUND [U U-PVC | [E EPDM S SOCKET | [J Jis 015 15mm
VALVE (GLOBE VALVE) HANDLE  'p7pp | [V _Frm N_THREADED| | 1 JIS10K :
T PTFE F_FLANGED | [5 JIS5K 100 100mm
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STOP VALVE (GLOBE VALVE)
MANUAL || FLANGED |} TYPE—VSTMH
CONNECTION / FLANGED—JIS, DIN, ANSI

FLANGED 15 mm — 32 mm 40 mm — 50 mm
(1%2inch — 1% inch) (1% inch — 2 inch)
PART NO./NAME : QTY} MATERIAL
(HBODY 1 {U-PVC, PP
(2)BONNET 1 {U-PVC, PP
(3)STEM () 1 {UPVC,PP
@PACKING GLAND 1 {U-PVC, PP
(5)GLAND NUT®) 1 {U-PVC
@PACKING @) 1 | EPDM, PTFE, etc.
@GLAND PACKING i1 SET; PDM, PTFE, etc.
(8)DISC 1 iPP
@STEM HOLDER 1 {PP
(10STEM WITH
TRAPEZOIDAL 1 1 C3604 - Used for 65 to 100 mm.
SCREW
@HEX BOLT/NUT 8 | SUS304-Used for 65 to 100 mm.
(12STUD BOLT/NUT 2 {SUS304----Used for 65 to 100 mm.
()STEM SUPPORT | 1 | PP weeeesn Used for 65 to 100 mm.
(9HANDLE WHEEL | 1 {PP
,OEJ @NUT ® 1 U-PVC-eeeee Used for 15 to 50 mm.
e 2 | SUS304:---+- Used for 65 to 100 mm.
E WASHER 1 U-PVC- e Used for 15 to 50 mm.
0 DETAILS OF SECTION "a" 1 i SUS304:-- Used for 65 to 100 mm.
@RElNFORCEMENT 1 SUS304-++++-Used for 1§ to 50 mm for
RING body material of PP.
STUD NUT 2 | C3604 e Used for 65 to 100 mm.
E',\I'Ag\ﬁllj:lt}lgl'ﬁ\@ 1 1 SS400 Used for 65 to 100 mm.
A EMEEBQE%WNG 1§ BOG rr-Used for 65 to 100 mm.
%; N (1) For 65 to 100 mm, PP only.
©)| (2) Used for 15 to 50 mm.
& (8) PTFE+EPDM when the packing is made of PTFE.
tl\n-¢h
L
mm d D1 & A t D c n h D ® n h D ® n h
15 18 66 8 124 132 85 12 80 60 4 12 95 70 4 15 95 65 4 14
20 24 66 8 132 140 95 14 85 65 4 12 100 75 4 15 105 75 4 14
25 28 91 11 150 161 110 14 95 75 4 12 125 90 4 19 115 85 4 14
32 37 91 13 154 167 135 16 115 90 4 15 135 100 4 19 140 100 4 18
40 41 135 17 210 230 190 16 120 95 4 15 140 105 4 19 150 110 4 18
50 52 135 22 228 252 200 16 130 105 4 15 155 120 4 19 165 125 4 18
65 67 185 35 310 345 220 18 155 130 4 15 175 140 4 19 185 145 4 18
80 78 185 35 324 359 240 18 180 145 4 19 185 150 8 19 200 160 8 18
100 100 185 40 379 419 290 18 200 165 8 19 210 175 8 19 220 180 8 18
inch mm d D1 2 H H (full open) L t D C n h
172 15 0.71 2.60 0.31 4.88 5.20 3.35 047 3.50 2.38 4 0.62
3/4 20 0.94 2.60 0.31 5.20 551 3.74 0.55 3.88 2.75 4 0.62
1 25 1.10 3.58 043 5.91 6.34 4.33 0.55 4.25 3.12 4 0.62
11/4 32 1.46 3.58 0.51 6.06 6.57 5.31 0.63 4.62 3.50 4 0.62
11/2 40 1.61 5.31 0.67 8.27 9.06 7.48 0.63 5.00 3.88 4 0.2
2 50 2.05 5.31 0.87 8.98 9.92 7.87 0.63 6.00 4.75 4 0.75
21/2 65 2.64 7.28 1.38 12.20 13.58 8.66 0.71 7.00 5.50 4 0.75
3 80 3.07 7.28 1.38 12.76 14.13 9.45 0.71 7.50 6.00 4 0.75
4 100 3.94 7.28 1.57 14.92 16.50 11.42 0.71 9.00 7.50 8 0.75
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OTHERS / STOP VALVE (GLOBE VALVE)

STOP VALVE (GLOBE VALVE)

TYPE—VSTMH
CONNECTION / SOCKET—JIS, DIN, ANSI THREADED—Rc, Rp, NPT

MANUAL || THREADED|| SOCKET

15mm — 32 mm 40 mm — 50 mm

THREADED (1%2 inch — 1% inch) (1%2 inch — 2 inch)

T ~
, AN S

/
il T 1 Il

PART NO. / NAME | 3 MATERIAL
= (DBODY 1 {U-PVC, PP
[
5
= (2)BONNET 1 {U-PVC, PP
[
ﬁ‘:ﬂLﬁ T (3)STEM 1 {U-PVC, PP

=2 |

@F’ACKING GLAND 1 {U-PVC, PP

(5)UNION NUT 1 {U-PVC
(6)PACKING 1 | EPDM, PTFE, etc.
(7)GLAND PACKING(") sér EPDM, PTFE, etc.
(8)DISC 1 iPP
(9)STEM HOLDER 1 PP
SOCKET 15Tnm —25‘mm £ |

(Y2 inch — 1 inch) (19HANDLE WHEEL 1 {PP
@A3NUT (A) 1 {U-PVC
(16 WASHER 1 {U-PVC

@REINFORCEMENT 1 SUS304-- Used when the
RING body material is PP.

(1) PTFE+EPDM when the gland packing is made of PTFE.

H (Full open)

il
’ - Eiﬂ-‘ Taper 1/T

R
%

SOCKET THREADED SOCKET
mm D 2 H %(gg,';)'- U-PVC w . . U-PVC
di 3 1T L di 3 i L
15 66 8 124 182| 2240 30 1/34 110! Rc1/2 15 85 20 18 6 82
20 66 8 132 140| 2645 35 1/34 180! Rc3/4 18 95 25 19 8 98
25 91 1 150 161| 3255 40 1/34 150 Rc 1 20 110 32 22 1 114
32 91 13 154 167 - - - - Rc11/4 25 135 - - - -
40 135 17 218 235 - - - 4 Rc11/2 25 140 - - - -
50 135 22 237 259 - - - - Rc2 27 180 - - - -
inch | mm D 2 H H (FULL OPEN) SOCKET THREADED
d2 di L L d2 13 L
1728 15 260 031 488 5.20 0.848 059 118 433 1/2-14NPT 059 335
3/4] 20 2.60 0.31 5.20 551 1.058 071 1.38 512 3/4-14NPT 071 374
1 25 358 043 591 6.34 1.325 0.98 158 591 1-11 1/2NPT 079 433
11/4) 32 358 051 6.06 857 - - < 11/4-11 1/2NPT 0.98 5.32
11/20 40 531 067 858 9.25 - - < 11/2-11 1/2NPT 0.98 551
2/ 50 531 087 9.33 10.20 - - - 211 1/2NPT 1.06 7.09
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