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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE STANDARD TYPE (TYPE P) INSIDE SCREW CAP TYPE

GATE VALVE s1anDARD TYPE (TYPE P) INSIDE SCREW CAP TYPE

» FOR ALL THE WETTED PARTS, CORROSION-RESISTANT MATERIAL IS USED.
e LIGHTWEIGHT AND HIGHLY IMPACT RESISTANT.

 MADE OF ROBUST, LIGHTWEIGHT AND IMPACT-RESISTANT HARD VINYL CHLORIDE
(HI-PVC), WITH A WEIGHT OF 1/3 TO 1/5 COMPARED TO METAL VALVES.

» COMPACT DESIGN ALLOWS FOR SHALLOW DEPTH MOUNTING (SIZE: 32 - 200 mm).

BASIC SPECIFICATIONS

VALVE TYPE GATE VALVE STANDARD TYPE (TYPE P)
INSIDE SCREW CAP TYPE
SIZE 32 mm—350 mm (1 1/4 inch—14 inch) MANUAL

BODY MATERIAL ——— TRV}

SEAL MATERIAL / O RING — [T etc.
CONNECTION / FLANGED —JIS10K, DIN, ANSI
THREADED—Rc, Rp, NPT

FLUID
TEMPERATURE

The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

32 mm — 150 mm
(1% inch — 6 inch)

200 mm — 350 mm
(8 inch — 14 inch)
125mm, 150mm

RIGHTWARD OPENING

7\
®~§\

PART NO./NAME | QTY : MATERIAL PART NO. / NAME MATERIAL PART NO./NAME  :QTY: MATERIAL
(DBODY 1 HLPVC (6)THRUST RING®) Hset/1 PP (i50-RING (F)™ 1 | EPDM, etc.
(12)EMBEDDED BODYFITTING ™ - C3604 (6 THRUST BEARING() 1 suk2 (i60-RING (D) 1 EPDM, etc.
(iBRING @ 1 SET: STPG (7BOLT/NUT — 1 8US304 (iDSET SCREW (A)") 1 SUS304
(20)GATE (BODY) (A) 1 PP (8)0-RING (B) 1 | EPDM, etc. (iDUST SEAL 1  EPDM
(2d)GATE [BODY) EMBEDDEDFTTING( © 1 BC6 (9)0-RING (©) 2 | EPDM, etc. (A9CAP (A) 1§ FC200 (EPOXY RESIN POWDER COATING)
(3)STEM 1 SUS403 (1DBUSH (A)") 1 PP (20SET SCREW (B) 1 | SUS304
(4)BONNET (LID) (A) 1 H-PVC (ADBUSH (B)" 1 PP
(5)BONNET (LID) (B) 1 | HI-PVC (190-RING (B)") 1 | EPDM, etc.

[YeXi=] (1) is used for sizes of 200 mm or more (2) is used for threaded type (epoxy paint after unichrome plating).
() The quantity of use is 1 set (2 pieces) for 150 mm or less and 1 piece for 200 mm or more.



PRODUCT MODEL STE VATERAL CPEN DRECTON CONNECTION/ STANDARD
CODE LIST
MANUAL \ CG C * I E * dokk

V MANUAL  CG STANDARD C TOP CAP | HI-PVC E EPDM El FLAriGED,mK 032 32mm
YALE TYPE FD FLANGED,DIN| |

FWV FLANGEDWATERNORIS | | 350 350mm

FA FLANGED, ANS|

NJ THREADED, JIS

ND THREADED, DIN

INA THREADED, ANSI

\EIE] - Tapping type is the standard for all the cases. « The product model code of size 80 mm compatible with the waterworks standard is "075".
« The price above is the set price for the valve, full-face gaskets (2 pcs), and SUS plain washer.  « For those compatible with the waterworks standard, size 32 mm and 65 mm are not available.

| f | GATE VALVE STANDARD TYPE (TYPE P) INSIDE SCREW CAP TYPE
MANUAL |  TYPE—VCGC
' i CONNECTION / FLANGED——JIS, DIN, ANSI THREADED——Rc, Rp, NPT

32 mm — 150 mm 200 mm — 350 mm
(1Y inch — 6 inch) 2 (8 inch — 14 inch)

= 125 mm, 150 mm RIGHTWARD OPENING
o
o L

e,

$D2

Hs

Hs

E= M o (Top)
j\ i =
e ﬁ E~~ ‘
o] g gga z y
. N J_U:LJ__ i (Bottom)
- = W L
n-¢oh £
I
W JIS, DIN (Unit: mm) JIS
FLANGED THREADED
mm d d' D2 21 H Hi H2 Ha JIS 10K WATERWORKS D1 o e L
D C n h n M L t D C n h n M L t
32: 40: 30: 120: 49:268: 50: 107:161| 135: 100 4: 19 = —i 166 22 - = = = . = = —: 90:Rc11/4: 22: 115
~40: 40 —:120: 49:268: 50:107:161| 140: 105 4: 19 = —: 165: 22 — — — = = = — —: 90:Rc11/2: 25: 115
50: 50 —:130: 60:299: 58:134:165| 1565 120 4: 19 = —:180: 23 = = = = = = = —: 102 Rc2: 28: 130
65 65 —: 165! 75:321: 68:152: 169| 175! 140 4: 19 = —: 190; 24 - - - = = - - - - - - -
75(80) 75 —:170: 85:357: 77:170:187| 185: 150 8: 19 - —: 200: 25 — — — - = —~ —= — — —= — —
~ 100: 100 —:195:110: 396: 89:207:189| 210: 175 8: 19 = —i 230: 27 = = — = = = — = = — = =
125: 125: 110: 235: 117:427: 89: 227: 200| 250: 210 8: 23 = —: 260: 27 = - = = = = = = - = = -
150: 150: 130: 270: 138: 466: 102: 263: 203| 280: 240 8: 23 = —i 270: 28 = — — = = = — = — — = —
200: 196: 168: 310: 180: 555: 143: 240: 315| 330: 290: 10: 23 2: M20: 290: 28 = —. — = = = — = —. — = —.
250: 247: 210: 360: 226: 675: 175: 270: 405| 400: 355: 12: 25 = —i 380! 30 = - = = = = - = - - = -
300: 298: 255: 410: 273: 772: 195: 320: 452| 445: 400: 14: 25 2: M22: 400: 31 = = - = =~ = = = = = = =
350: 348: 297: 440: 319: 875: 230: 310: 565| 490: 445: 12: 25 4: M22: 430: 32 — —. = = = — — — —. — — —.

FLANGED THREADED
mm DIN PN10
D c n h n M L t 2 g : &
g — - - - - — T i - - -
40| 150! 110 4. 18 = - 165. 22] 90 Rp11/2] 25 115
50| 165! 125 4. 18 - -1 180! 23] 90 Rp2 28 130
~ 65| 185 145 4. 18 - - 2100 24 - - - -
75(80) 200 160 8 18 - - 240! 25 - - - -
100| 220! 180 8 18 - - o500 27 - - - -
125 250 210 8 18 - - 260 27 = - = -
150| 285 240 8 22 - - 280 27 - - - -
200| 340! 295 6 22 2 M20. 300 28 - - = -
250| 395! 350 12] 22 - - 380 30 = - - -
300| 445 400 10 22 2 - 400! 31 - - - -
350| 505 460 12, 22 4 -1 430 32 = - = =

FLANGED THREADED
inch mm d d' D2 & H H1 Hz Hs ANSI CLASS150 & P L
D C n h m M £ t

1 1/2 40: 157 - 472 193 10565: 1.97: 421: 6.34 5.00: 388 4. 062 = —: 6.50: 0.87:11/2-111/2NPT: 0.98: 453
2 50: 1.97 —: 5.12: 236: 11.77: 228: 528: 650 6.00: 475 4: 0.75 ~! —: 7.00: 091: 2-111/2NPT: 1.10: 5.12
21/2 65: 256 —: 6.10: 295: 1264: 2.68: 598: 6.65| 7.00: 550 4. 075 = —: 7.50: 094 = = =
3:75(80): 2.95 —: B6.69: 335: 1406: 3.03: 6.69: 7.36( 7.00: 6.00 4: 0.75 =] —: 8.00: 098 =] = -
4. 100: 394 —: 768: 433: 1659: 350: 8.15: 7.44| 9.00: 750 8: 075 - —: 9.00: 1.06 - — —
5: 1256. 492: 433: 925: 461: 16.81: 350: 894: 7.87| 1000: 850 8. 0.88 = —: 10.24: 1.06 = = =
6. 160 591: 5.12: 10.63: 543: 1835: 4.02: 10.35! 7.99| 11.00: 9.50 8: 088 - —: 10.50: 1.06 - - =
8. 200: 7.72: 6.61: 1220: 7.09: 21.85. 563: 945: 1240| 13.50: 11.75 6: 0.88 2: W3/4: 11.50: 1.30 —~ — —
- 10: 250: 9.72: 827 14.17. 8.90: 26.57: 6.89; 10.63: 1594 16.00: 14.25 12: 1.00 = —: 1496: 1.18 = — —
12; 300: 11.73: 10.04: 16.14: 10.75: 30.39: 7.68: 12.60: 17.80| 19.00: 17.00 10: 1.00 2: W7/8: 16.75: 1.22 = = -
14: 350 13.70: 11.69: 17.32; 12.56: 3445: 9.06: 12.20: 22.24| 21.00: 18.75 8: 1.12 4 W1: 16.93: 1.26 -~ —~ —
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE STANDARD TYPE (TYPE P) INSIDE SCREW ROUND HANDLE TYPE

GATE VALVE staNDARD TYPE (TYPE P) INSIDE SCREW ROUND HANDLE TYPE

» EQUIPPED WITH OPENING INDICATOR UNDER THE HANDLE TO ALLOW FOR EASY CHECK OF OPENING DEGREE
OF THE VALVE.

» FOR ALL THE WETTED PARTS, CORROSION-RESISTANT MATERIAL IS USED.

» MADE OF ROBUST, LIGHTWEIGHT AND IMPACT-RESISTANT HARD VINYL CHLORIDE (HI-PVC), WITH A WEIGHT OF
1/3 TO 1/5 COMPARED TO METAL VALVES.

LI®II=S) (1) For the round handle type, directly hold the round handle when opening or closing the valve. If a turning bar or similar tool is used to open or close the valve, the handle will be broken.
(2) Concerning the flanged type compatible with the waterworks and JIS10K standards, the products of sizes of 40 to 150 mm are registered as valves certified by the Quality Certification
Center, Japan Water Works Association.

BASIC SPECIFICATIONS

VALVE TYPE— GATE VALVE STANDARD TYPE (TYPE P) MANUAL
INSIDE SCREW ROUND HANDLE TYPE

SIZE 32 mm—350 mm (1 1/4 inch—14 inch)

BODY MATERIAL —— [V

SEAL MATERIAL / O-RING —m etc.
CONNECTION / FLANGED —JIS5K, JIS10K, DIN, ANSI
THREADED—Rc, Rp, NPT

FLUID  MAXIMUM WORKING PRESSURE (NORMAL TEMPERATURE) MPafigic?) | CONNECTION METHOD

TEMPERATURI i
EIEE -10C~50C 1.0{10.2} 0.75{7.7} 05{61} O O

The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

32 mm — 150mm (1% inch — 6 inch) <Stem: U-PVC> 200 mm — 350 mm (8 inch — 14 inch) <Stem: U-PVC>

125mm, 150mm

DETAIL OF EMBEDDED BODY FITTING

PART NO./NAME  (QTY} MATERIAL PART NO./NAME  (QTY! MATERIAL PART NO./NAME  (QTY] MATERIAL
(1HBODY 1 HI-PVC (8)0-RING (B) 1 | EPDM, etc. (2)HANDLE 1 PP
(12)EMBEDDED BODY FITTING () | — | C3604 (3)0-RING (0)®) 2-3: EPDM, etc. (230PENING COVER 1 PC
(20)GATE (BODY) (A) 1 PP (A9BUSH (A)") 1 PP (24OPENING RING 1 U-PVC
(3)STEM 1 U-PVC (iDBUSH (B)) 1 iPP (25GUIDE PIN 1 | SUS304
(4)BONNET (LID) (A) 1 HI-PVC (190-RING (B)") 1 | EPDM, etc. (26)GUIDE PIN SUPPORT PLATE © 1 | U-PVC
(5)BONNET (LID) (B) 1 HI-PVC (150-RING (F)") 1 | EPDM, etc. (27)0-RING (G) 1 | EPDM
(6)THRUST RING 2) 1 SET: PP (iB)O-RING (D) 1 | EPDM, etc. (@9WASHER 1 U-PVC
(ETHRUST BEARING() 1 SET: SUJ2 (i))SET SCREW (A)" 1 | SUS304 (29UNION NUT 1 SUS304
(Z)BOLT/NUT — | SUS304 (@)PACKING 1 | EPDM

[Yeli=] (1) is used for sizes of 200 mm or more (2) is used for sizes of 150 mm or less. (3) The quantity of use is 2 pieces for 150 mm or less and 3 pieces for 200 mm or more.
* The parts list above is applicable when the stem is made of U-PVC.
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PRoDUCT MoDEL [TV OPERATING SYSTEM | T .

NDRECTION CONNECTION / STANDARD

BODY MATERIAL] SEAL MATERIAL

CODELIST
MANUAL \ CG M * : = * o
V. MANUAL CG GATE M ROUND | HI-PVC E EPDM  [F1 FLANGED, 10K] [ 032 32mm
VALVE HANDLE R SUS. RIGHT FD FLANGED,DIN| |
FA FLANGED, ANSI | | 350 350mm
NJ THREADED

L= - The SUS stem type opens only rightward. The resin stem type opens only leftward.

« For 200 to 350 mm, tapping type is the standard.

« The price above is the set price for the valve, full-face gaskets (2 pcs), and SUS plain washer.

« The product model code of size 80 mm compatible with the waterworks standard is "075".
« For the round handle type, resin stems compatible with JIS5K are also available. (40 mm to 150 mm)
« For those compatible with the waterworks standard, size 32 mm and 65 mm are not available.

MANUAL

32 mm — 150 mm (1% inch — 6 inch) <Stem: U-PVC>
dA

GATE VALVE STANDARD TYPE (TYPE P) INSIDE SCREW ROUND HANDLE TYPE

TYPE—VCGM

CONNECTION / FLANGED—JIS, DIN, ANSI THREADED—Rc, Rp, NPT

200 mm — 350 mm (8 inch — 14 inch) <Stem: U-PVC>

125 mm, 150 mm |
/% T 0 I ————
:(E 6| I:;T——
[O| |
I R |
%% ! wzgﬁ
T T |
€ 1
. 6D2 JSll| 1| THREADED
I J\ aje= = - DETAIL OF EMBEDDED BODY FITTING
ol - z (Top)
—8 o Y =S e
& F !
= LA 8 : \.w j}
A — | F— = e (amm»#
— T L === n-gb. ni- M e
L T \n=0h [ h
L
W JIS, DIN (Unit: mm) JIS
FLANGED THREADED
mm d d D2 & i H H  H  Hs: A JIS 5K JIS 10K WATERWORKS s m
Diilc i h hi Lt b€ hih niaMILiE DCh h o mMILGE
32: 40: 30:120: 49:239: 50:107:132:120] - —-: —i —i —i =—:135:100: 4: 19: - =i 16D 22F =i =i =i =i = —-i —i —iRc11/4: 22:115
~40: 40 —:120: 49:239: 50:107:132:120|120: 95: 4: 15:165: 22:140:105: 4: 19: - —i166: 22f —i —i —i —i — =i ~i ~ifg] 1/2: 25i{115
50 50 —:130: 60:270: 58:134:136:130|130:105: 4: 15:160: 23:155:120: 4; 19 -— —=i180: 238 —i —: —i —i — = Rc2: 28:130
65 65 —:165: 75:302; 68:162:150:155|165:130: 4: 15:170: 24:175:140: 4: 19: -— —i190: 24: - —i —i —i -— e e =i = =
75(80) 75 —:170: 85:325: 77:170:155:170|180:145: 4: 19:200: 25:185:150: 8: 19: - —i200: 25 —i —i —i =i = =i =i = =i =i =
~ 100: 100 —i195:110:370: 89:207:163:195|200:165: 8: 19:230: 27:210:175: 8: 19 -— —i230: 278 —i —i —i —=i — = = = = =i =
125:125:110:235:117:407: 89:227:180:235|235:200: 8: 19:260: 27:250:210: 8: 23: -— —-i260: 27: - —i —i —i = - =i = = = =
150:150:130:270:138:445:102:263:182:270|265:230: 8: 19:270: 28:280:240: 8: 23: -— —i270: 28i —i —i =i —i = e s B =3 s e
200:196:168:310:180:577:143:240:337:310f - —-: —i —i —: —:i330:290: 10: 23: 2:M20:290: 28: —: —:i —i —i =— —i —i - =i =i =
250:247:210:360:226:690:175:270:420:360f - —-: - —i —i —:i400:355: 12: 25: -— =i380: 30 =i =i =t =i = ElE =f =1 =
300:298:255:410:273:800:195:320:480:410f —-: - —i —i —:i445:400: 14: 25: 2:M22:400: 31 n e e e B e B B i Mians Bl
350:348:297:440:319:910:230:310:600:455| —-: —i —: =i —i —:490:445: 12: 25! 4:M22:430: 32: —i —i —i —i — =i —i - —i =i —
FLANGED THREADED
mm DIN PN10
B TR TR T UM P o ok
32| - - - - - - - - = - - -
40[ 150: 110 4: 18 = —:165: 22 90:Rp11/2: 25: 115
50[ 165: 125 4: 18 — —:180: 23: 90 Rp2: 28: 130
65185 145. 4 188 - - 210 24 - - - -
75(80| 200! 160 8 18 - -i240 25 - - = =
100| 220: 180 8: 18 = —: 260: 27 = = - =
125| 250: 210 8: 18 = —: 260: 27 = — — -
150|285 240 8 220 - -280 27 - - = =
200| 340: 295 B6: 22 2: M20: 300: 28 = - - =
250| 395: 350: 12: 22 = —:380: 30 — — — —
300| 445: 400: 10: 22 2 —: 400: 31 — — — =
350| 505: 460: 12: 22 4 —: 430: 32 — — — =
M ANSI (Unit: inch)
FLANGED THREADED
inch © mm | d d' D2 A H Hi H2 Ha A ANSI Class150 - 0 N
D Cc n h n M = t
11/2 40: 157 —: 472 193! 941: 197: 421: 520: 4.72| 5.00: 388 4: 0.62 — —: B6.50: 0.87:11/2-111/2NPT: 0.98: 453
2 50: 1.97 —: 512! 2.36:1063: 2.28: 528: 535: 5.12| 6.00: 4.75 4: 0.75 — —:i 7.00: 0.91 2-111/2NPT: 1.10: 5.12
21/2 B65: 2.56 —: B6.10: 295:11.89: 268: 598: 591: 6.10] 7.00: 550 4: 0.75 - —i 7.50: 0.94 - = =
3:75(80): 2.95 —: 6.69: 3.35:12.80: 3.03: 6.69: 6.10: 6.69| 7.00: 6.00 4: 0.75 - —: 8.00: 0.98 - - -
4: 100: 394 —: 7.68: 4.33:1457: 350: 8.15: 642: 7.68| 9.00: 7.50 8: 0.75 — —i 9.00: 1.06 — — —
5: 125. 492: 433: 925: 4.61:16.02: 350: 894: 7.09: 9.25(/10.00: 850 8: 0.88 — —:10.24: 1.06 — — —
6: 150: 591: 5.12:10.63: 543:17.52: 4.02:10.35: 7.17:10.63|11.00: 9.50 8: 0.88 - —:10.50: 1.06 - — -
8. 200: 7.72: 661:12.20: 7.09:22.72: 563: 945:13.27:12.20(13.50:11.75 6: 0.88 2:W3/4:11.50: 1.30 = — =
- 10: 250 9.72: 8.27:14.17: 890:27.17: 6.89:10.63: 16.54: 14.17[16.00: 14.25 12: 1.00 — —:1496: 1.18 — — —
12 300:11.73:10.04:16.14: 10.75:31.50: 7.68: 12.60: 18.90: 16.14]| 19.00: 17.00 10: 1.00 2: W7/8:15.75: 1.22 = = -
14: 350:13.70:11.69:17.32: 1256:35.83: 9.06: 12.20:23.62: 17.91[21.00: 18.75 8: 1.12 4 W1:16.93: 1.26 = — =
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE SOFT SEAL TYPE (TYPE S) SOFT SEAL VALVE TYPE 66

GATE VALVE soFT SEAL TYPE (TYPE S) TYPE 66

« COMPATIBLE WITH THE JAPAN WATER WORKS ASSOCIATION STANDARD (JWWA B125 SYNTHETIC RESIN SOFT
SEAL SLUICE VALVE), THE VALVE CAN BE SAFELY USED FOR WATER DISTRIBUTION/SUPPLY. (SIZE: 50 mm, 75 mm,
100 mm, 150 mm)

 EQUIPPED WITH OVER-TIGHTENING PREVENTION MECHANISM TO PREVENT ACCIDENTS DUE TO EXCESSIVE
TIGHTENING.

« THE CHANNEL SURFACE FREE FROM IRREGULARITIES ALLOWS FOR SMOOTH FLOW. THE RUBBER SOFT SEAL
ENSURES EXCELLENT WATER TIGHTNESS.

« COMPACT DESIGN ALLOWS FOR SHALLOW DEPTH MOUNTING.

MANUAL

BASIC SPECIFICATIONS

VALVE TYPE————GATE VALVE SOFT SEAL TYPE (TYPE S)
SOFT SEAL VALVE TYPE 66
SIZE 32 mm—150 mm (1 1/4 inch—6 inch)

BODY MATERIAL —— [TV}
SEAL MATERIAL / SEAT—CH IEEEH
o-RING —— [N

CONNECTION / FLANGED —JIS10K, DIN, ANSI
THREADED—Rc, Rp, NPT

FLUID MAXIMUM WORKING PRESSURI

TEMPERATURE | (NORMAL TEMPERATURE) MPafkgf/cm’
10T ~ 50T 1.0{10.2} .0 O

(1) The products of a size of 40 mm are registered as valves certified by the Quality
Certification Center, Japan Water Works Association. (2) The maximum working pressure
is the value including the water hammer pressure. Be careful that the maximum working
pressure is not exceeded during use. (3) 32 mm type is processed from 40 mm.

* Concerning the allowable pressure for each temperature and material, see the technical

documents at the end of this catalog.

PARTS LIST

Cap for rightward

OO

s

150 mm ) (" THREADED h

é)

|

OO

-

PART NO./NAME  {QTY: MATERIAL PART NO./NAME  iQTY: MATERIAL PART NO./NAME  {QTY; MATERIAL

(DBODY 1 HPVC (4)BONNET (LID) (&) 1 HLPVC (1BDUST SEAL 1 EPDM

(iDRING 1 SET: STPG (5)BONNET (LID) (B) 1 {HI-PVC (19CAP (A) 1 | FCD450

(@2)SEAT 1 SBR, NBR (6)THRUST RING 1 SET: PP (20SET SCREW (B) 1 SUS304

(20)GATE (BODY) (A) 1 U-PVC, HI-PVC (7)BOLT/NUT (A) — SUS304 (3))STOPPER 1 :sUS304
(2])NTERNAL THREAD DEFLECTOR © 1 | C3604 (8)O-RING (B) 1 :SBR,NBR @2PIN (A) 1 | SUS304
(2KDEFLECTOR RETAINER | 1 : HI-PVC (9)0-RING (©) 1 | SBR,NBR (66)0-RING (H) 1 SET: EPDM

(3)STEM 1 :SUS304 (190-RING (D) 1 | EPDM

(\[0Ji=] For 30 mm and 40 mm, the cap (A) is coated with epoxy powder (white).



PRODUCT MODEL [NGLIVTSiTeN OPERATING SYSTEM | TR NTERAL / CPENDRECTON

CODE LIST
MANUAL \ S6 C ® I S # P
V MANUAL  SBTYPE6S  C TOPCAP [R SUS,RIGHT| | HI-PVC S SBR  [F1 FLANGED, 10K] [ 032 32mm
VALVE L SUS, LEFT FD FLANGED, DIN )
FA FLANGED, ANSI 150 150mm

W=« Tapping type is the standard for all the cases.

« The product model code of size 80 mm compatible with the waterworks standard is "075".

CONNECTION / STANDARD

BODY MATERIAL] SEAL MATERIAL

NJ THREADED, JIS
IND THREADED, DIN
INA THREADED, ANSI

« For those compatible with the waterworks standard, size 32 mm, 65 mm and 125 mm are
not available.

GATE VALVE SOFT SEAL TYPE (TYPE S) SOFT SEAL VALVE TYPE 66

MANUAL TYPE—VS6C
CONNECTION / FLANGED—JIS, DIN, ANSI THREADED——Rc, Rp, NPT
THREADED
—{38a
L]
N\ J
W JIS, DIN (Unit: mm) JIS
FLANGED THREADED
mm d d' D1 LIFT £ H H1 H2 Hs JIS 10K WATERWORKS
D c n h L t p ¢ n h L g de £ t
32 40 30 1200 42 268 50 107 161| 135 1000 4 19 165 =22 - - - - - - 90Rc11/4 22 115
40 40 - 120 42 268 50 107, 161| 140 1051 4 19 165 220 - - - - - - 90Rc1l1/2 25 115
50 50 - 130, 53 300 58 134 166| 155 1200 4 19 18 =23 - - - - - - 102 Rca =28 130
7580% 75. - 170, 77 381, 77 170 191| 185 1500 8 19! 2000 25/ - - - - i i _ =l = =
1000 1000 - 195 102 414 89 =207 =207| 210 175 8 19 230 27 - - - - - - - B G
150 150 130 270 132 4965 102 263 2335| 280 2400 8 =23 2700 28 - - - - - - - - -
s 2 bN
FLANGED THREADED
mm DIN PN10
D c n h nt M L t Dr c = L
32| - - - - - - = i - B
40| 150 1100 4 18 - - 165/ 22 90Rp11/2] 25 115
50| 165 125. 4 18 - - 180 =23 90 Rp2 28 130
7580)| 200 1600 8 18 - - 240 25 - [
100| 2200 1800 8 18 - - 250 27 - I R
150| 285 2400 8 220 - -l 280 27 - = o =
B ANSI (Unit: inch)
FLANGED THREADED
inch mm d d' D1 LIFT £ H H1 Hz Hs ANSI Class150 - e L
D (o3 n h nt M L i
11/2 40 157 1.8 472 165 1055 197 421 634 500 388 4 062 - — 650 087 11/2-111/2NPT. 098 453
2 50 157 - 472 165 1055 197 421 634| 600 475 4 075 - - 700 091 2-111/2NPT. 1.0 5.2
3.75(80) 1.97 - 512 209 1181 228 528 654 700 600 4 075 = - 800 o098 — = =
4 100 295 -/ 669 303 1421 303 669 752 900 750 8 075 - - 9200 106 — - -
6 150 394 - 768 402 1630 350 815 8.15/11.000 950 8 088 = - 1050 1.08 = = =
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE SOFT SEAL TYPE (TYPE S) INSIDE SCREW CAP TYPE

GATE VALVE soFT SEAL TYPE (TYPE S) INSIDE SCREW CAP TYPE

» COMPATIBLE WITH THE JAPAN WATER WORKS ASSOCIATION STANDARD (JWWA B125 SYNTHETIC RESIN SOFT
SEAL SLUICE VALVE), THE VALVE CAN BE SAFELY USED FOR WATER DISTRIBUTION/SUPPLY. (SIZE: 125 mm)

» THE CHANNEL SURFACE FREE FROM IRREGULARITIES ALLOWS FOR SMOOTH FLOW. THE RUBBER SOFT SEAL
ENSURES EXCELLENT WATER TIGHTNESS.

» COMPACT DESIGN ALLOWS FOR SHALLOW DEPTH MOUNTING.

BASIC SPECIFICATIONS

VALVE TYPE———GATE VALVE SOFT SEAL TYPE (TYPE S)
INSIDE SCREW CAP TYPE

SIZE 65 mm, 125 mm, 200 mm MANUAL ;
(2 1/2 inch, 5 inch, 8 inch) i

BODY MATERIAL —[IEIVS)
seAL MATERIAL / SEAT—RERN IECER
o-riNG — [N

CONNECTION / FLANGED —JIS10K, DIN, ANSI

FLUID

TEMPERATURE | (NORMAL TEMPERATURE) MPafkgf/om? FLANGED
-10C ~ 50T 1.0{10.2} : O

The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

(65 mm, 125 mn)] 200 m)m
22 inch, 5 inch (8 inch)
e \ /,/j? RIGHTWARD OPENING
C— S
@~ @ /=l —i?
@\:\; @///, = o ’
©— oSN /9%
. r o
o1 W o=
O I & F—
7/,,, R 1
@ LN
/7 -
1

PART NO./NAME i QTY: MATERIAL PART NO./NAME | MATERIAL PART NO./NAME  (QTY] MATERIAL
(1)BODY 1 | HI-PVC (4)BONNET (LID) (A) 1 HI-PVC (iBO-RING (D) 1 | EPDM, SBR4), NBR
(12EMBEDDED BODY FITTING ) | 4 C3604 (5)BONNET (LID) (B) 1 | HI-PVC (0BUSH (A)@ 1 PP
(20)SEAT 1 | SBR, NBR (6)THRUST RING®) 1set/1 PP (iDBUSH (B) 1 PP
(20)GATE (BODY) (A) 1 C-PVC EJTHRUST BEARING @ 1 SUJ2 (i7SCREW 1 | SUS304
(2d)GATE [BODY) EMBEDDEDFTTING(Y ¢ 1 BCB (7BOLT/NUT — 1 SUS304 (18DUST SEAL 1 | EPDM
(2e\GATE (BODY) (B)®) 1 PP (8)0-RING (B) 1 | EPDM, SBR4), NBR (19CAP (A) 1 FC200 (EPOXY POWDER COATING)
(21)GATE [BODY) EMBEDDEDFITTNG @) ¢ 4 C3604 (9)O-RING (C)® 1-2 | EPDM, SBR4), NBR (20SET SCREW (B) 1 SUS304
(29BOLT (A) @ 4 SUS304 (190-RING (B)2 2  EPDM, SBR4), NBR (E5)0-RING (H) 2 | EPDM
(3)STEM 1 | SUS304 (1590-RING (@) 1 | EPDM, SBR4), NBR (890-RING (F)2 1 | EPDM, SBR4), NBR

(\[02§=5] (1) is used only for 10K 200 mm. (2) is used only for 200 mm. (3) The quantity of use is 1 piece for 65 mm and 125 mm and 2 pieces for 200 mm. (4) Only 200 mm is available.
(5) The quantity of use is 1 set (2 pieces) for 65 mm and 125 mm and 1 piece for 200 mm.
* For 65 mm and 200 mm, the cap (A) is coated with epoxy powder (white).
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proDUCT MODEL [IGLIVSite)N OPERATING SYSTEM | ST eRiL cpenoRECTON|BODY MATERIAL| SEAL MATERIAL

CODELIST

G VS8 e | o« [

V MANUAL  SG CONVENTIONAL G TOPGAP [R SUS,RIGHT| | HI-PVC
VALVE TYPE L SUS, LEFT

[\e1i=] - Tapping type is the standard for all the cases.
« The price above is the set price for the valve, full-face gaskets (2 pcs), and SUS
plain washer.

S

S SBR

%

CONNECTION / STANDARD

skesksk

F1 FLANGED, 10K

065 65mm

FW —

125 125mm

FD FLANGED, DIN

200 200mm

FA FLANGED, ANSI

« For those compatible with the waterworks standard, size 65 mm is not available.

MANUAL TYPE—VSGC

CONNECTION / FLANGED——JIS, DIN, ANSI

GATE VALVE SOFT SEAL TYPE (TYPE S) INSIDE SCREW CAP TYPE

65 mm, 125 mm 32 200 mm
(2%2 inch, 5 inch) (8 inch)
o D38 RIGHTWARD OPENING
,\ :
dn -
T ¢ D2 N
[ & |
- = g |4
T = [
ni-M
I ] B
[S][a} ol O
al e e
i g
- a
T i
n-¢h t n-¢h
¢ L
W JIS, DIN (Unit: mm) JIS
FLANGED
mm d d' D2 21 H1 H2 Hs H JIS 10K WATERWORKS
D C n h m 5 D C n h L it
65 65 —i 18685 67 68: 152: 169: 321 175: 140 4 19 = = 190 24 = — — — = —
125: 125: 110: 235: 112 89 227: 200: 427 250: 210 8 23 — —i 260 27 = — = — = -
200: 196: 168: 310: 175: 143! 240: 315: 555 330: 290 10 23 2: M20: 290 28 = — — —. = -
FLANGED THREADED
mm DIN PN10
D1 d2 & =
D C n h m M (L t
B65( 185: 145 4 18 = —: 210; 24 - - - =
125| 250: 210 8 18 — —: 260 27 = — - —
200| 340: 295 6 22 2 M20: 300 28 = — = —
B ANSI (Unit: inch)
FLANGED THREADED
inch mm d d' D2 21 Hi Hz Hs H ANSI Class150 @ e 0
D (o] n h n M L t
21/2 65 256 = 6.10 2.64 2.68 5.98 6.65: 1264| 7.00 5.50 4: 0.75 —: 7.50: 0.94 = - =
5 125 492 4.33 9.25 441 3.50 894: 7.87: 16.81| 10.00 8.50 8 0.88 —: 10.24 1.06 = - -
8: 200 7.72 6.61: 12.20 6.89 5.63 9.45: 1240: 21.85| 1350: 11.75 6 0.88 W 3/4: 11.50 1.30 = - -
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE SOFT SEAL TYPE (TYPE S) INSIDE SCREW ROUND HANDLE TYPE

GATE VALVE sorr SEAL TYPE (TYPE S) INSIDE SCREW ROUND HANDLE TYPE

» EQUIPPED WITH OPENING INDICATOR UNDER THE HANDLE TO ALLOW FOR EASY CHECK OF OPENING DEGREE
OF THE VALVE.

» FOR ALL THE WETTED PARTS, CORROSION-RESISTANT MATERIAL IS USED.

» THE CHANNEL SURFACE FREE FROM IRREGULARITIES ALLOWS FOR SMOOTH FLOW. THE RUBBER SOFT SEAL
ENSURES EXCELLENT WATER TIGHTNESS.

» MADE OF ROBUST, LIGHTWEIGHT AND IMPACT-RESISTANT HARD VINYL CHLORIDE (HI-PVC), WITH A WEIGHT OF
1/3 TO 1/5 COMPARED TO METAL VALVES.

[\[9)=5] For the round handle type, directly hold the round handle when opening or closing the valve. If a turning bar or similar tool is used to open or close the valve, the handle will be broken.

BASIC SPECIFICATIONS
VALVE TYPE— GATE VALVE SOFT SEAL TYPE (TYPE )

INSIDE SCREW ROUND HANDLE TYPE MANUAL
SIZE 50 mm—200 mm (2 inch—8 inch)

BODY MATERIAL —— [V
SEAL MATERIAL / SEAT —ELN IEEEH
o-riNe —ETIT

CONNECTION / FLANGED —JIS10K, DIN, ANSI

FLUID | MAXIMUM WORKING PRESSURE | CONNECTION METHOD

TEMPERATURE | (NORMAL TEMPERATURE) MPafkgf/cm?} FLANGED
10C~50C  1.0{102} O

The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

50 mm — 150 mm (2 inch — 6 inch) <Stem: U-PVC> 200 mm (8 inch) <Stem: U-PVC>

Conventional type:

65mm,125mm )

Il

* 65 mm has a full-bore structure.
_ * ¢d'is 125 mm only.

LN

0\ “

L
o®

PART NO./NAME  (QTY} MATERIAL PART NO./NAME  (QTY: MATERIAL PART NO./NAME  (QTY] MATERIAL
(1)BODY 1 HI-PVC (ETHRUST RING®) 1 SET: SUJ2 (@DPACKING . 1 EPDM
(12EMBEDDED BODY ITTING () | 4 G3604 (7)BOLT/NUT — §8US304 (22HANDLE 1 PP
(2)SEAT 1 {SBR,NBR (@HO-RING ()@ 1 | EPDM, NBR (230PENING COVER 1iPC
(20GATE (BODY) (A) 1 HI-PVC, G-PVC (8)0-RING (B) 1 | EPDM, NBR (24OPENING RING 1 UPC
(28GATE (BODY) (B)®) 1 PP (9)0-RING (C)® {23 EPDM, NBR (25GUIDE PIN 1 | SUS304
(2)EGDYBEEIDATGE® | 4 © C3604 . 1 | EPDM, NBR (8)GUIDE PIN SUPPORTPLATE ;. 1 U-PVC
(29BOLT (A) @ | 4 SUS304 (50-RING (@ 1 | EPDM, NBR @)0-RING (G) {1 {EPDM
(3)STEM 1 i U-PVC (iDO-RING (D)@ 1 | EPDM, NBR (28WASHER 1 EU»Pvc
(4)BONNET (LID) (A) 1 HI-PVC ({9BUSH (A)®) 1 PP (@9UNION NUT 1 | 8US304
(5)BONNET (LID) (B) : 1 HI-PVC (i)BUSH (B)@ 1 PP (82SCREW HOLDER 1+ U-PVC *For 150 mm.
(8)THRUST RING 2 PP (17)SET SCREW (A)2 1 SUS304

[\ (1) is used only for 10K 200 mm. (2) is used only for 200 mm. (3) The quantity of use is 3 pieces for 150 mm or less and 2 pieces for 200 mm. (4) is used for sizes of 150 mm or less.
* The parts list above is applicable when the stem is made of U-PVC.
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PRODUCT MODEL WAeziE/i(o)N TYPE OPERATING SYSTEM | STEM MATERIAL/ OPENDIRECTION

CODE LIST

Vv

V MANUAL
VALVE

SG CONVENTIONAL TYPE
TG T-SHAPED RUBBER

M ROUND | HI-PVC S SBR F1 FLANGED, 10K| | 050 50mm
HANDLE R_SUS, RIGHT FD FLANGED,DIN| |

BODY MATERIAL] SEAL MATERIAL |CONNECTION/ STANDARD

| S sk kksk

M

FA FLANGED, ANSI | | 200 200mm

1= - The type of size 65 mm, 125 mm and 200 mm is "conventional”. The type of other sizesis  « The product model code of size 80 mm compatible with the waterworks standard is "075".
"T-shaped rubber".

« For the round handle type, resin stems compatible with JIS5K are also available. (40 mm to

« For the JISTOK SUS stem model, right open type is also available. 150 mm)
« The price above is the set price for the valve, full-face gaskets (2 pcs), and SUS plain « For those compatible with the waterworks standard, size 32 mm and 65 mm are not
washer. available.

MANUAL

50 mm — 150 mm (2 inch — 6 inch) <Stem: U-PVC>

GATE VALVE SOFT SEAL TYPE (TYPE S) INSIDE SCREW ROUND HANDLE TYPE

TYPE—VSGM, VTGM
CONNECTION / FLANGED——JIS, DIN, ANSI

200 mm (8 inch) <Stem: U-PVC>

o e zE e T £
j 1 S
: IS51 ” L
—t =
T T .
N
i
£ ni-M
. re
i
33ola)
= i
= ¢
—
O ~=
L N non
W JIS, DIN (Unit: mm) JIS
STEM FLANGED
mm d d' D1 L Hi Hz U-PVC Sus A JIS 10K WATERWORKS
Hs H Hs H D C n h m M L t D C n h L t
50: 50 —: 130 52 68: 134: 159; 293: 163: 297 130| 155: 120 4 19 == —: 180 23 = = = - = =
65 65 =i 165 67 68: 152 1507302 154; 306: 155 1757 140 4 19 - —i 190 24 = = = - - -
75(80) 75 =i 170 77 77: 170: 180: 350: 191; 361; 170 185: 150 8 19 = —: 200 25 = = = = - =
100: 100 —: 195: 102 89: 207: 203: 410: 214; 421: 195( 210: 175 8 19 = —i 230 27 = = — — - =
125: 125 110; 235 1127 89: 227: 180: 407 1907417 230| 250: 210 8 23 = —: 260 27 — — — — = —
150: 148: 130: 270; 132: 117 263; 224: 487: 234: 497; 270| 280: 240 8 23 ~ —: 270 28 — — = = — —
200: 196: 168: 310: 175: 143; 240: 337 577: 337: 577 310| 330: 290 10 23 2 M20: 290 28 = = = - = =
B ON
FLANGED
mm DIN PN10
D C n h m M L 3
50| 185; 125 4 18 - —: 180; 23
B65( 185: 145 4 18 — —i 210 24
75(80)] 200: 160 8 18 = —i 240; 25
100| 220: 180 8 18 - —: 2560 27
125| 250: 210 8 18 - —: 260 27
150| 285: 240 8 22 = —i 280; 27
200| 340; 295 6 22 2: M20: 300 28
B ANSI (Unit: inch)
STEM FLANGED
inch mm d d' D1 2 H1 H2 U-PVC Sus A ANSI Class150
Hs H Ha H D Cc n h m M L t
2 50; 1.97 —: B.12; 205 2.28: 528 6.26:11.6564: 642:11.69: 5.12| 6.00: 475 4: 0.75 = —: 7.00: 091
21/2 65 2.56 —: B.10; 2.64;: 2.68; 598: 591:11.89; 6.06:12.05; 6.10 7.00; 550 4: 0.75 = —i 7.50; 0.94
3:75(80); 2.95 —: 6.69: 3.03; 3.038: 6.69: 7.09:13.78: 7.52:14.21: 6.69| 7.00: 6.00 4: 0.75 = —: 8.00: 0.98
4 100: 3.94 —i 7.68: 4.02; 3.50; 8.15: 7.99:16.14; 843:16.57; 7.68| 9.00: 7.50 8: 0.75 — —i 9.00: 1.06
5 125; 492: 433; 9.25; 441: 350;: 894; 7.09:16.02; 7.48:16.42; 9.06|10.00; 850 8: 0.88 = —:10.24: 1.06
6 150 5.83: 5.12:10.63; 520: 461:10.35; 882:19.17; 9.21:19.57:10.63|11.00; 9.50 8: 0.88 = —:10.60: 1.06
8 200 7.72: 6.61:12.20; 6.89; 563 945:13.27:22.72;13.27:22.72:12.20|13.60:11.75 6: 0.88 2:W 3/4:11.60: 1.30
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE SOFT SEAL TYPE (TYPE S) OUTSIDE SCREW ROUND HANDLE TYPE

GATE VALVE sort SEAL TYPE (TYPE S) OUTSIDE SCREW ROUND HANDLE TYPE

» MADE OF ROBUST, LIGHTWEIGHT AND IMPACT-RESISTANT HARD VINYL CHLORIDE (HI-PVC).

» THE CHANNEL SURFACE FREE FROM IRREGULARITIES ALLOWS FOR SMOOTH FLOW. THE RUBBER SOFT
SEAL ENSURES EXCELLENT WATER TIGHTNESS.

» THE STEM SCREW IS NOT EXPOSED TO THE FLUID, NO FOREIGN OBJECT DOES NOT ENTER.

(\[Q1=5] For the round handle type, directly hold the round handle when opening or closing the valve. If a turning bar or similar tool is used to open or close the valve, the handle will be broken.

BASIC SPECIFICATIONS

VALVE TYPE——  — —GATE VALVE SOFT SEAL TYPE (TYPE S)
OUTSIDE SCREW ROUND HANDLE TYPE

SIZE 32 mm—250 mm (1 1/4 inch—10 inch)

BODY MATERIAL —— TRV}
SEAL MATERIAL / SEAT —SH IECEEH
o-RING TN

CONNECTION / FLANGED —JIS10K, DIN, ANSI

MANUAL :

FLUID £ JAXUI HORKNG

TEMPERATURE 32mm—200mm

-10C~50C 1.0{102} 075{7.7} O

The maximum working pressure is the value including the water hammer pressure. Be
careful that the maximum working pressure is not exceeded during use.
* Concerning the allowable pressure for each temperature and material, see the technical
documents at the end of this catalog.

PARTS LIST

32 mm — 150 mm (1% inch — 6 inch) 200 mm — 250 mm (8 inch — 10 inch)

) -~
/r% @ —A
—® 5= O
8 O, /ff@
' O @
_—® O~ A A
~® 20
@ all {’@
) %
g
29
@1/}
Y
—® @
“® T B et cretes.

PART NO. / NAME MATERIAL PART NO. / NAME MATERIAL PART NO. / NAME MATERIAL

arv

arv.

v,

(1HBODY 1 HI-PVC (2KDEFLECTOR RETAINER® | 1 | HI-PVC (18DUST SEAL (A) 1 | EPDM, NBR
(12EMBEDDED BODY FITTING ) | 4 C3604 (3)STEM 1 iSUS304 (8)DUST SEAL (B) 1 i NBR
(@2)SEAT 1 SBR,NBR (4)BONNET (LID) (&) 1 HI-PVC (2)HANDLE 1 PP
(20/GATE (BODY) (A) 1 | HI-PVC, C-PVC (5)BONNET (LID) (B) 1 | HI-PVC, PP 32PIN (&) 1 SUS304
(2d)GATE [BODY) EMBEDDEDFITTING (4 ;| 1§ BCB (6)THRUST RING (A) 2 (PP (33SLEEVE 1 C3604, BC6
(29)GATE (BODY) (B)(" 1 HI-PVC (71)BOLT/NUT — | SUS304 GONUT 1 C3604, BC6
(20)GATE [BODY) ENBEDDEDATTNG @) © 4 C3604 (8)O-RING (B) 1 | EPDM, NBR (39EMBEDDED LID FITTING™ | 4 | C3604
(29BOLT (A) 4 SUS304 (9)0-RING (©) 2-1 EPDM, NBR

(2)INTERNAL THREAD DEFLECTOR®) | 4 | BC6 (1DO-RING (D)) 2 | EPDM, NBR

(1) is used only for 200 mm and 250 mm. (2) is used for sizes other than 65 mm, 125 mm, 200 mm and 250 mm.



PRODUCT MODEL [Wexi®/Ayi(e]N TYPE OPERATING SYSTEM | STEMMATERAL/ OPENDRECTON|BODY MATERIAL| SEAL MATERIAL |CONNECTION/ STANDARD

CODE LIST

V MANUAL  [SR CONEVIOWLTRE
VALVE TR T-SHAPED RUBBER

Vv

ke

M

M ROUND
HANDLE

L

L SUS, LEFT

| HI-PVC

S

S SBR

W)= -« The type of size 65 mm, 125 mm, 200 mm and 250 mm is "conventional”. The type of other sizes is "T-shaped rubber".
« The price above is the set price for the valve, full-face gaskets (2 pcs), and SUS plain washer.
« For the seal material NBR, contact us.

F1

SIZE

F1 FLANGED, 10K

FD FLANGED,DN | | ;

FA FLANGED, ANSI

032 32mm

250 250mm

MANUAL

32 mm — 150 mm (1% inch — 6 inch)

9Dz

GATE VALVE SOFT SEAL TYPE (TYPE S) O

TYPE—VSRM, VTRM
CONNECTION / FLANGED——JIS, DIN, ANSI

200 mm — 250 mm (8 inch — 10 inch)

m n
2
= |
|1| ‘5‘; =
~— Conventional type: 65 mm, 125 mm—
o T MLE
T Be L
s J. T
E i ‘ | Lida
= £
5 -
* 65 mm has a full-bore structure. =i &
* ¢d'is 125 mm only. L i
FLANGED
mm d d' D1 D2 & H (M:x. ) H1 Hz Hs JIS 10K
D C n h m M L t
32 40 30: 120: 120 37 269 311 50! 107: 162 135: 100 4 19 - —i 165 22
40 40 —: 120: 120 42: 264 306 50: 107: 157 140: 105 4 19 - —i 165 22
50 50 —i 130: 130 52 304: 356 58: 134: 170 155: 120 4 19 - —i 180 23
65 65 —: 155: 155 67: 340: 407 68: 152: 188 175! 140 4 19 — —: 190 24
75(80) 75 - 170: 170 77 398: 476 77: 170: 228 185: 150 8 19 — —i 200 25
100: 100 —i 195! 195! 102 502 604 89! 207: 295 210! 175 8 19 = —i 230 27
125: 125! 110; 235! 235: 112: 481: 593 89: 227: 254 250: 210 8 23 = —i 260 27
150 150: 130: 270 270: 132: 600! 732 102 263 337 280: 240 8 23 - —i 270 28
200: 196: 168: 310: 310: 175: 702 877: 143: 240: 462 330: 290 10 23 2: M20: 290 28
250: 247: 210 360: 360: 219: 856; 1075 175! 270: 586 400: 355 12 25 - —i 380 30
I O —
mm DIN PN10
D C n h m M E t
32 - = = = = - = =
40 150: 110 4 18 = —i 165 22
50| 165: 125 4 18 = —i 180 23
65| 185! 145 4 18 = —i 210 24
75(80)| 200: 160 8 18 = —i 240 25
100 220: 180 8 18 - —i 280 27
125 250: 210 8 18 = - 260 27
150 285! 240 8 22 = —i 280 27
200| 340: 295 6 22 2: M20: 300 28
250 395: 350 12 22 — —i 380 30
FLANGED
inch mm d d' D1 D2 & H (M:x ) H1 H2 Hs ANSI CLASS150
D c n h n M = t
11/2 40! 157 —i 472 472 1.65:10.39:12.05; 1.97: 421: 6.18| 5.00: 3.88 4: 0.62 = —: 6.50: 0.87
2 50: 1.97 —i B6.12} 5.12] 205i11.97:14.02; 2.28; 5.28! 6.69| 6.00! 4.75 4: 0.75 = —i 7.00i 0.91
2nl/ 2 65: 2.56 —: 6.10: 6.10: 264:13.39:16.02: 2.68: 598: 7.40| 7.00: 5.50 4: 0.75 = —: 7.50: 0.94
3:75(80) 295 —i 6.69; 6.69: 3.03:15.67:18.74; 3.03: 6.69: 8.98| 7.00: 6.00 4: 0.75 = —i 8.00: 0.98
4 100: 3.94 - 768 768 40219762378 350 8.1511.61| 900 7.50 8: 0.75 = —: 9.00: 1.08
5 125: 492 4.33: 925! 9.25: 441:18.94:23.35! 3.50: 894:10.00/10.00;: 8.50 8: 0.88 = —i10.24; 1.06
6 150 591 5.12 10.63:10.63. 52023622882 4.02 10.35:13.27/11.00. 9.50 8: 0.88 = - 1050 1.08
8 200: 7.72i 6.61:12.20:12.20; 6.89:27.64:34.53: 5.63: 9.45:18.19|13.50:11.75 6: 0.88 2:W3/4:11.50: 1.30
10 250 972 82714.17 14.17 862 33.70 42.32. 6.89 10.63:23.07|16.00:14.25 12: 1.00 — —:1496: 1.18

TSIDE SCREW ROUND HANDLE TYPE
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WATER/WASTEWATER- AND AGRICULTURE-RELATED / GATE VALVE OUTSIDE SCREW SECTION VALVE (FOR VACUUM SEWAGE)

GATE VALVE ouTsIDE SCREW SECTION VALVE (FOR VACUUM SEWAGE)

» THE CHANNEL SURFACE FREE FROM IRREGULARITIES ALLOWS FOR SMOOTH FLOW. THE

RUBBER SOFT SEAL ENSURES EXCELLENT WATER TIGHTNESS.

» THE STEM SCREW IS NOT EXPOSED TO THE FLUID, NO FOREIGN OBJECT DOES NOT ENTER.

 COMPACT DESIGN ALLOWS FOR SHALLOW DEPTH MOUNTING.

< Size 100 mm, 150 mm Applicable to a burial depth of 600 mm.

Size 200 mm Applicable to a burial depth of 700 mm.
Size 250 mm Applicable to a burial depth of 800 mm.
BASIC SPECIFICATIONS
VALVE TYPE GATE VALVE OUTSIDE SCREW SECTION VALVE
(FOR VACUUM SEWAGE)
SIZE 100 mm, 150 mm, 200 mm, 250 mm
(4 inch, 6 inch, 8 inch, 10 inch)
BODY MATERIAL ——— IS

SEAL MATERIAL / SEAT — &3l
o-riNG - [EENN

CONNECTION / FLANGED — JIS10K

FLUID MAMIUM WORKNG PRESSURE (CRIAL TEVPERATURE P

TEMPERATURE
-10C ~ 50T

. 075{7.7}

1.0{10.2}

CONNECTION METHOD

©)

WIS The maximum working pressure is the value including the water hammer pressure. Be

careful that the maximum working pressure is not exceeded during use.

* Concerning the allowable pressure for each temperature and material, see the technical

documents at the end of this catalog.

MANUAL

CODE LIST

Vv MANUAL TR TSTYLElRUBBER) G TOP CAP L

VALVE SR REGULAR

PRODUT WL

STAINLESS
STEEL, LEFT

(PERATNG DRECTION]|BODY MATERIAL] SEAL MATERIAL

| HI-PVC

BERED

s SBR

F1 JIS10K

00 100mm

PARTS LIST

100 mm — 150 mm (4 inch — 6 inch)

3

O

of%o

200 mm — 250 mm (8 inch — 10 inch)

®

"

T
2\

T

?
/’/

I

I

\

PART NO./NAME  :QTY} MATERIAL PART NO./NAME  (QTY! MATERIAL PART NO./NAME  QTYi MATERIAL
(1)BODY .1 HI-PVC (4)BONNET (LID) (A) 1 H-PVC (@®DUST SEAL (B) . 1 I NBR
(1EMBEDDED BODYFITTING © | 4 G3604 (5)BONNET (LID) (B) 1 HI-PVC, U-PVC G2PIN (A) | 1 i8US304
(2)SEAT 1 SBR (6)THRUST RING®) 2 (PP (33SLEEVE 1 i C3604
(20)GATE (BODY) (A) . 1 HIPVC, C-PVC (ETHRUST BEARING 6 | 1 | SUJ2 GINUTE) 1 sUs408
(2d)GATE [BODY) BVBEDDEDATTNG (Y )+ 1+ SUS3083 (7)BOLT, NUT, WASHER — SUS304 (@DADAPTER 1 NBR
(2e\GATE (BODY) (B)") 1 HI-PVC (8)0-RING (B) 1 | EPDM E9CAP (D) 1 | SUS304
(20)ATE B0V EVBEDDEDFTTNG B ) 4§ SUS304 (3)0-RING (©) 2-1 EPDM (69)SET SCREW (O) 1§ SUS304
(29BOLT () () 4 susso4 (IDBUSH (B)) 1 PP (850-RING (N)) 1 EPDM
(2)INTERNAL THREAD DEFLECTOR® | 1 | SUS304 (iB)0-RING (D) . 2 EPDM (87)0-RING (O)") . 1 EPDM
(2KDEFLECTOR RETAINER® = 1 HI-PVC (17)SET SCREW (A) 1 susUso4 :
(3)STEM | 1 i8US304 (BDUST SEAL (A) 1 EPDM

1] (1) is used for sizes of 200 mm or more. (2) is used for sizes of 150 mm or less.
(5) is used only for 200 mm.

(3) is used for sizes of 200 mm or less. (4) is used in a quantity of 1 piece for 200 and 250 mm.



GATE VALVE ouTSIDE SCREW SECTION VALVE (FOR VACUUM SEWAGE)

MANUAL |f
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100 mm — 150 mm (4 inch — 6 inch)
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200 mm — 250 mm (8 inch — 10 inch)
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100 100 = 195 102 60 89 207 223 23 26 430 210 175 8 19 = = —i 230 27
150 160 130 270 132 60 102 263 267 23 26 530 280! 240 8 23 = = =i 270 28
200 196 168 310 175 60 240 39 27 — = 607 330: 290 10 23 2 M20 20! 290 28
250 247 210 360 219 60 270 44 27 - = 743 400: 355 12 25 = = —i 380 30
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