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The CPV-Zurn chemical drainage system is a 
completely new approach to laboratory and above 
ground drainage applications. The design starting 

The result is one comprehensive and flexible range 
of pipes and fittings that can be either electrofused 

and/or mechanically jointed.

Mechanical and/or Electrofusion Jointing?

proven to be compatible with most existing laboratory drainage installations. Pipes and fittings are manufactured from heat
stabilised copolymer polypropylene, and flame retardant materials are also available on request.  

which  has  become the material of choice of specifying engineers. Polypropylene can withstand high  
CPV-Zurn chemical and corrosive drainage system is made from block copolymer polypropylene 

temperatures and offers excellent resistance to most organic & mineral acids, alkalis, alcohols & salt solutions. 

Introduction to CPV-Zurn....

Important Note!

point was:  "What do each of the users really need?".

(1")            (2")           (3")             (4")                   (6")The system is available in 38mm       , 51mm       , 76mm       , 102mm      , and 152mm       sizes . It has been tested and

- F
- STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:

To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:



PZ.089.P- -  76 88.9 5.0 4  1.213 

      
PIPE  (4m Lengths & 6m Lengths) CODE N.B. D t (av. wall) Length (m)  WT (Kg/m) 

PZ.060.P- -  51 60.3 3.4 4  0.552 

       
CODE N.B. D t (av. wall) Length (m)  WT (Kg/m) 

PZ.089.P- 6  76 88.9 5.0 6  1.213 

       
COUPLER CODE N.B. Z B D L WT (g) 

C-112 38 3 27 77 57 112 

C-2 51 3 32 90 67 164 

C-3 76 5 53 135 111 500 

C-4 102 6 54 162 114 687 

C-6 152 7 55 218 117 1114 

       
BEND CODE N.B. Z   L WT (g) 

E90-112 38 44 71 145 

E90-2 51 75 91 211 

E90-3 76 75 150 673 

E90-4 102 98 151 975 

E90-6 152 127 182 1636 
       

BEND  (Spigot x Socket) CODE N.B. Z1 Z2  L WT (g) 

E90S-112 38 44 72 71 108 

E90S-2 51 75 91 91 161 

E90S-3 76 75 129 150 528 

E90S-4 102 98 151 151 765 

E90S-6 152 127 127 182 1367 
       

BEND LONG RADIUS CODE N.B. Z   L WT (g) 

LS90-112 38 70 108 160 

LS90-2 51 83 128 230 

     

LS90-3 76 146 199 1083 

LS90-4 102 173 227 1615 

LS90-6 152 161 216 2286 
 

Dimensions in mm. 

PZ.060.P- 6  51 60.3 3.4 6  0.552 

CODE N.B. Z   L WT (g) 

CODE N.B. D L    WT (g) 

For use with FUSION-LOCK seals only 

 CS-6 - F  152 218 117    1114 

CS-4-F  102 162 114    687 

 CS-3 - F  76 135 111    500 

CS-2-F  

CS-112-F                           

SLIP COUPLER

- F
Dimensions in mm. 

To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S

PZ.048.P- -  38 48.3 3.0 4  0.387 

PZ.114.P- -  102 114.3 5.1 4  1.580 

PZ.168.P- -  152 168.3 7.5 4  2.995 

PZ.114.P- 6  102 114.3 5.1 6  1.580 

PZ.168.P- 6  152 168.3 7.5 6  2.995 



      

 

45° BEND CODE N.B. Z   L WT (g) 

E45-112 38 17 44 133 

E45-2 51 20 52 189 

E45-3 76 44 97 614 

E45-4 102 56 110 912 

E45-6 152 51 106 1280 
       

45° BEND  (Spigot x Socket) CODE N.B. Z1 Z2   L WT (g) 

E45S-112 38 17 49   44 95 

E45S-2 51 20 57   52 138 

E45S-3 76 44 106   97 469 

E45S-4 102 56 112   110 703 

E45S-6 152 51 105   106 1006 
       

SWEPT TEE CODE N.B. Z1 Z2 Z3 E L WT (g) 

T-112 38 44 35 44 103 133 208 

T-2 51 59 35 33 129 159 322 

T-3 76 78 56 78 188 240 991 

T-4 102 92 67 98 222 273 1409 

T-6 152 127 137 127 292 373 1806 
     

REDUCING SWEPT TEE CODE N.B. Z1 Z2 Z3  L WT (g) 

TR-2X112 51 x 38 49 30 56  159 259 

        

        

        

        

        

       

TR-3X112 76 x 38 78 56 133  240 1135 

TR-3X2 76 x 51 78 56 136  240 1212 

TR-4X112 102 x 38 92 67 177  260 1417 

TR-4X2 102 x 51 92 67 177  273 1655 

TR-4X3 102 x 76 92 67 152  273 1775 

TR-6X4 152 x 102 127 137 191 373 2328 

       

         

Dimensions in mm. 

CODE N.B. Z  Z  Z   L WT (g) 

- STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:
To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a: - F



      
RODDING SWEPT TEE CODE N.B. Z1 Z2 Z3  L WT (g) 

TC-112 38 44 35 44  133 216 

TC-2 51 59 35 33  159 338 

TC-3 76 78 56 78  240 1051 

TC-4 102 92 67 98  273 1513 

       
         

DOUBLE REDUCING SWEPT TEE CODE N.B. Z1 Z2 Z3  L WT (g) 

TTR-2X112 51 x 38 49 30 56  159 332 

        

        

        

       

        

45° WYE CODE N.B. Z1 Z2 Z3 E L WT (g) 

Y-112 38 17 80 79 106 167 245 

Y-2 51 21 93 103 136 200 367 

Y-3 76 41 143 152 197 319 1186 

Y-4 102 41 189 178 222 373 1777 

Y-6 152 44 239 283 337 436 2300 

        

45° REDUCING WYE CODE N.B. Z1 Z2 Z3  L WT (g) 

YR-2X112 51 x 38 21 93 143  200 452 

YR-3X112   * 76 x 38 22 143 142  319 763 

YR-3X2   * 76 x 51 22 143 142  319 794 

YR-4X112 102 x 38 41 189 256  373 1938 

YR-4X2 102 x 51 41 189 256  373 2023 

 YR-4X3 102 x 76 41 189 232  373 2143 

*u YR-6X4 152 x 102 41 189 232  373 2822 

        

*  Note: Sizes marked with an asterisk are one-piece moulded fittings.  Please refer to Drawing u 
    For all other sizes please refer to drawing v 
        

        

        

        

45° DOUBLE WYE CODE N.B. Z1 Z2 Z3 E L WT (g) 

YY-112 38 17 97 79 106 157 321 

YY-2 51 21 114 103 136 200 471 

YY-3 76 41 184 152 197 319 1535 

YY-4 102 41 230 178 222 373 2344 

YY-6 152 44 283 283 337 436 4050 
        

 

v 

- FTo order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S Dimensions in mm. 



      
45° REDUCING DOUBLE WYE CODE N.B. Z1 Z2 Z3  L WT (g) 

YYR-2X112 51 x 38 21 114 143  200 654 

YYR-3X112  * 76 x 38 22 143 143  319 866 

YYR-3X2  * 76 x 51 22 143 143  319 908 

YYR-4X112 102 x 38 41 230 256  373 2605 

YYR-4X2 102 x 51 41 230 256  373 2835 

 YYR-4X3 102 x 76 41 230 232 373 3075 
 *u YYR-6X4 152 x 102 44 283 347  5094 

        

*  Note: Sizes marked with an asterisk are one-piece moulded fittings.  Please refer to Drawing u 
    For all other sizes please refer to drawing v 
        

        

       

DOUBLE WYE CODE N.B. Z1 Z2 Z3 Z4 L WT (g) 

YYB-112 38 17 97 106 105 167 511 

YYB-2 51 21 114 129 130 200 760 

YYB-3 76 41 184 221 218 319 2472 

YYB-4 102 41 230 258 251 373 3749 

YYB-6 152 44 243 325 319 436 6062 

        

REDUCING DOUBLE WYE CODE N.B. Z1 Z2 Z3 Z4 L WT (g) 

YYRB-3X112 76 x 38 41 189 196 221 326 2013 

YYRB-3X2 76 x 51 48 230 208 261 326 2251 

YYRB-4X112 102 x 38 48 230 237 267 379 2855 

YYRB-4X2 102 x 51 48 230 237 267 379 3111 

YYRB-4X3 102 x 76 48 230 278 281 379 4012 

For 2 x 1½” please refer to Double Reduced Rodding Swept Tee – Page 9.3  

v 

    

       
CB90-4X2 102 x 51 114.3 60.3 125   440 

1 2

Any angle branch available on request.  

���90° CORNER BRANC���H�
� � � � � � � � 
 
 
 � � � CODE N.B. d  d  Z   WT (g) 

 

SAD-4X112 102 1½”    600 

SAD-3X2 76 2”    511 

SAD-3X112 76 1½”    493 
CODE N.B. OUTLET (FBSP)    WT (g) CLAMP SADDLE (Single Outlet/EPDM Seal) 

SAD-4X2 102 2”    615 

Please refer to our Technical Sales office regarding the use of this item. 

Dimensions in mm. - STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:
To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a: - F



ADAPTOR TO MALE THREAD CODE N.B. Z A MBSPTr   L WT (g) 

MA-112 38 33 1½”   64 62 

MA-2 51 34 2”   72 100 

MA-3 76 44 3”   98 249 

MA-4 102 56  4”   110 367 

Manufactured from PPFR / PP-B beige grey  

ADAPTOR TO FEMALE THREAD  CODE N.B.  A FBSP   L WT (g) 

FA-112 38  1½”   50 85 

FA-2 51  2”   56 121 

FA-3 76  3”   91 338 

FA-4 102   4”   93 477 

ADAPTOR TO GLASS CODE N.B. Z    L WT (g) 

GA-112 38 25    53 79 

GA-2 51 30    63 117 

GA-3 76 50    79 285 

GA-4 102 50    105 467 

        

ADAPTOR TO CLAYWARE CODE N.B. Z A B   WT (g) 

PZ.114.CHS 102 115 114 132   351 

PZ.168.CHS 152 135 168 188   742 

PZ.114.CSS 102 110 114 122   242 

PZ.168.CSS 152 130 168 178   556 

ADAPTOR TO PVC SOIL / PP METRIC CODE N.B. Z A B   WT (g) 

PZ.114.PA- 102 150 114 110   250 

PZ.168.PA- 152 165 168 160   535 

Manufactured from PP-B beige grey 

   

Connections to PVC soil pipe to BS EN 1401-1:1998           

 

RED-6X4 152 x 102 54    110 522 

RED-4X3 102 x 76 48    107 366 

RED-4X2 102 x 51 72    111 246 

RED-4X112 102 x 38 73    106 161 

RED-3X2 76 x 51 52    90 220 

RED-3X112 76 x 38 52    82 144 

RED-2X112 51 x 38 38    67 85 
CODE N.B. Z    L WT (g) REDUCING COUPLER  (Spigot x Socket) 

PZ.089.PA- 76 140 89 83    200 

- FTo order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S Dimensions in mm. 



(Including Polybacker)FLANGE��
� 
 � � � � � 

 Stub flange from PP-B beige grey,  Polybacker: Polyester - black 

EPDM O-Ring Socket x plain pipe end.  

HORIZ. ECCENTRIC EXPANSION JOINT CODE N.B. Z A C D E WT (g) 

PZ.089.XH- 76 225 150 6 89 101 590 
PZ.114.XH- 102 225 150 6 114 127 953 

PZ.168.XH- 152 225 150 7 168 181 1790 

A = Installation pipe insertion depth.  Expansion allowance ± 40mm. Anchor groove width 34mm 

VERTICAL EXPANSION JOINT CODE N.B. Z A  D E WT (g) 

PZ.089.XV- 76 200 70  89 101 420 

PZ.114.XV- 102 200 70  114 127 662 

PZ.168.XV- 152 200 70  168 181 800 

       

A = Installation pipe insertion depth.  Expansion allowance ± 20mm.  Anchor groove width 34mm 
EPDM O-Ring Socket x plain pipe end.  Manufactured from PP-HM blue 

BS10 Table D & E, and BS4504 Tables 10 & 16. 
Stub flange with plain pipe end and loose POLYBACKER drilled to suit BS1560 / ASA150, 

PZ.168.FB- 152 200 169 285   2190 

PZ.114.FB- 102 200 115 229   1103 

PZ.089.FB- 76 200 89 200   872 

PZ.060.FB- 51 150 61 165   484 

PZ.048.FB- 38 150 48 150   383 

CODE N.B. Z A D   WT (g) 
 

EPDM Seals & S/S retaining nuts.  
Manufactured from PP-HM blue.  Access plate from PP- beige grey.  

PZ.114.AP- 102 150 1200 140 76  2898 

PZ.089.AP- 76 150 1200 140 65  2332 

CODE N.B. Z  Z  A B  WT (g) ACCESS POINT 1 2

Dimensions in mm. - STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:
To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a: - F



 Upstands, grids and inserts manufactured from PP-B beige grey    
Bowl manufactured from PP-B black    
Plain Pipe End only       

FW.168.FDR 152 58 110 54 - 90 168.4 368 216 156 1260 

FW.114.FDR 102 80 68 54 – 90 114.3 368 216 156 1140 

FW.089.FDR 76 100 68 54 – 90 88.9 368 216 156 1110 
CODE N.B. A B C D E F G WT (g) ADJUSTABLE HEIGHT FLOOR DRAIN 

Upstands, grids and inserts manufactured from PP-B beige grey    
Bowl manufactured from PP-B black    
Plain Pipe End only       

CODE N.B. A B C D E   WT (g) UPSTAND FLOOR DRAIN 

Grids and inserts manufactured from PP-B beige grey    
Bowl manufactured from PP-B black    
Plain Pipe End only        

FW.168.FD- 152 58 110  168.4 368   1125 

FW.114.FD- 102 80 68  114.3 368   1000 

FW.089.FD- 76 100 68  88.9 368   980 
CODE N.B. A B  D E   WT (g) FLAT FLOOR DRAIN 

         

         

Stainless steel threaded upstand and scoriated cover, with PP sealing plug.  

CO1-4 102 132 25 38 93    1460 

CO1-3 76 132 25 38 91    1350 

CODE N.B. A B  D    WT (g) ADJUSTABLE FLOOR CLEANOUT 

         

Stainless steel threaded upstand and grating   

FD1-3 76 132 25 38 91    900 
CODE N.B. A C (min) C (max) D    WT (g) ADJUSTABLE FLOOR DRAIN 

FD1-4 102 132 25 38 93    1175 

- FTo order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S Dimensions in mm. 

FW.089.FDU 76 100 68 38 88.9 368   1110 

FW.114.FDU 102 80 68 38 114.3 368   1140 

FW.168.FDU 152 58 110 38 168.4 368   1260 



 
 

   Engineering Specification:  Manufactured from structural composite high density polyethylene. 

CPV for further details.  
Full details of the system are available in a separate catalogue. Please contact us at 

100mm internal bore. Fully complies with DIN 19580 and pr EN 1433. 
manufactured in 2m length sections with a built in fall of 0.75% or constant depths with a 
made fabrications to suit any site conditions are also available. Perma-Trench is 
system. The system integrity is made 100% by on site welding of the overlaps. Factory 
Perma-Trench offers superior chemical and leak resistance with its mechanical overlap 

 

PERMA TRENCH LINEAR CHANNEL DRAINAGE SYSTEM 
 

Dimensions in mm. 
     

Plain pipe outlet, 76mm liquid seal.   Additional side or back inlets can be supplied to order. 

         
 FW.114.FG2/S 102 245   114.3 560   7490 

FW.089.FG2/S 76 245   88.9 560   7070 

10 Litre Capacity:         

          

FW.114.FG1/S 102 245   114.3 400   6050 

FW.089.FG1/S 76 245   88.9 400   5740 

5 Litre Capacity:         
CODE N.B. A   D L   WT (g) TRAPPED FLOOR GULLY c/w SILT BASKET 

     
Plain pipe outlet, 76mm liquid seal.   Additional side or back inlets can be supplied to order. 

 

FW.114.FG2 102 245   114.3 560   7140 

FW.089.FG2 76 245    88.9 560   6720 

10 Litre Capacity:         

          

FW.114.FG1 102 245   114.3 400   5700 

FW.089.FG1 76 245   88.9 400   5390 

5 Litre Capacity:         
CODE N.B. A   D L   WT (g) TRAPPED FLOOR GULLY 

Dimensions in mm. - STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:
To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a: - F



Lid, dip pipes and ring manufactured from PP-HM blue.  EPDM seals  

  Plain pipe inlets, 51mm Socket outlet.  76mm liquid seal.  3 dip tubes included

PZ.060.DP5/G 51 3 x 51 198 133 272 126 2400 

PZ.048.DP5/G 38 3 x 38 198 133 272 126 2300 
1 2CODE N.B. INLETS Z  Z  A B WT (g) DILUTION POT – 5L Borosilicate Glass 

        

Lid, dip pipes and ring manufactured from PP-HM blue, bowl from PP-B beige grey.  EPDM Seal. 

.  Plain pipe inlets, 51mm pipe outlet.  76mm liquid seal.  3 dip tubes included

       

PZ.060.DP5/P 51 3 x 51 198 133 272 126  

PZ.048.DP5/P 38 3 x 38 198 133 272 126  
1 2CODE N.B. INLETS Z  Z  A B WT (g) DILUTION POT – 5L Polypropylene 

      

 

This unit must be installed with a support under the base and not hung from the inlet connection. 

76mm liquid seal. 
Manufactured from PP-B blue.  Adjustable height inlet. Fusion or Mechanical Lock socket outlet, nitrile seals. 

       

       

PZ.048.DP2/G 38 89 95 140 70 280  135  
(min cut dip tube) 

1Z   
1 2 2CODE N.B. Z  Z (min) Z (max) A B WT (g) DILUTION POT – 2 .5L Glass Base 

This unit must be installed with a support under the base and not hung from the inlet connection.  

Adjustable height inlet. Fusion or Mechanical Lock socket outlet, nitrile seals. 76mm liquid seal. 

Manufactured from PP-B blue with beige PP base. 

       

       

PZ.048.DP2/P 38 89 95 140 70 275 140 520 
(min cut dip tube) 

1Z   
1 2 2CODE N.B. Z  Z (min) Z (max) A B WT (g) DILUTION POT – 2 .2L Polypropylene Base 

*  Supplied with Glass Bowl      
 

EPDM seals. 76mm liquid seal. 
Manufactured from PP-B blue.  Adjustable height inlet.  Fusion or Mechanical Lock socket outlet, nitrile and 

       

       

PZ.048.BTG  * 38 89 95 140 70 145  

PZ.048.BT- 38 89 95 140 70 145 282 
(min cut dip tube) 

1Z   
1 1 CODE N.B. Z Z  (min) Z (max) A WT (g) BOTTLE TRAP – Anti-Siphon 

- FTo order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S Dimensions in mm. 



       
       

Manufactured from PP-B white    

       

        

PZ.042.SA- 32 x 38 7 1¼” 1½”   8 

CODE N.B. Z A(FBSP) B(MBSP)   WT (g) SINK WASTE ADAPTOR 

         

Complete with PVC plug, backnut and neoprene gasket.  Please consult office for special sizes, slotting etc. 

Manufactured from PP-B white       

        

PZ.048.SW- 38 95 85 1½” 85   73 

PZ.042.SW- 32 90 60 1¼”  62   45 
CODE N.B. Z A B (MBSP) C   WT (g) SINK WASTE 

 P-TRAP 1 2

PTRAP-112 38 137 72 70   278 
PTRAP-2 51 419 91 120   534 

PTRAP-3 76 564 129 144   1728 

PTRAP-4 102 694 151 179   2476 

PTRAP-6 152 563 127 236   - 
 

S-TRAP CODE N.B. Z A B   WT (g) 

STRAP-112 38 209 70 98   386 

STRAP-2 51 301 120 137   695 

STRAP-3 76 410 144 197   2255 

STRAP-4 102 498 179 232   3269 

STRAP-6 152 617 236 290   - 

       

RUNNING TRAP 

RTRAP-112 38 181 142    386 

RTRAP-2 51 419 195    695 

RTRAP-3 76 564 273    2255 

RTRAP-6 152 563 417    - 

 

       

U-BEND CODE N.B. Z A B   WT (g) 

ULOOP-112 38 93 70 27   170 

       
       

       

RTRAP-4 102 694 330    3269 

CODE N.B. Z  Z  A   WT (g) 

CODE N.B. Z A    WT
 (g�� � � 

Dimensions in mm. - STo order STAB-LOCK (mechanical) fittings please add to the end of the item code a:
To order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a: - F



UPSTAND WASTE CODE N.B. A      WT (g) 

PZ.042.UW- 32 225      126 

PZ.048.UW- 38 225      176 

Manufactured from PP-B natural      

CODE N.B. Z A (FBSP)    WT (g) 

PZ.048.SC- 38 100 1½”    55 
       

       
Manufactured from PP-B blue    

 
AIR ADMITTANCE VALVE CODE N.B. A B L   WT (g) 

PZ.114.AAV 102 129 16 88   270 

Push-fit into 102mm Stack 
   

ABS body & rubber seals    

        

ANTI-SIPHON UNIT CODE N.B. A B(MBSP) L   WT (g) 

PZ.048.ASU 38 55 1½” 56   64 

PZ.060.ASU 51 55 2” 56   64 

ABS Body/PP Adaptor      

 

EPDM Diaphragm and Nitrile rubber seal      
Plain pipe end, nitrile seal      

- FTo order FUSION-LOCK (electrofusion) fittings please add to the end of the item code a:
To order STAB-LOCK (mechanical) fittings please add to the end of the item code a: - S Dimensions in mm. 

SINK WASTE CONNECTOR 



 

 
 Manufactured from PP-B black.  Flange thickness 6mm. 

         

         

1 2CODE N.B. L  L  W D    WT (g) LAB SINK – 552 x 400 x 231mm 
        

 
 

Manufactured from PP-B black.  Flange thickness 6mm. 

         

         

PZ.418.SNK/B 38 418  317 160     
1 2CODE N.B. L  L  W D    WT (g) LAB SINK – 418 x 317 x 160mm 

 
 

Manufactured from PP-B black.  Flange thickness 6mm. 

         

         

PZ.340.SNK/B 38 340  340 230     
CODE N.B. L  W D    WT (g) LAB SINK – 340 x 340 x 230mm 

 

Complete with integral grating , backnut and gasket. 

Manufactured from PP-B black.   

         

         

PZ.048.DC4 38 235 265 1½” 228 73 110 75 450 

CODE N.B. Z A B(MBSP) C D E F WT (g) DRIP CUP – LARGE OVAL 

       

Manufactured from PP-B black.  Complete with backnut and gasket. 

         

         

PZ.048.DC3 38 215 180 1½” 150 72.5 98 68 360 
CODE N.B. Z A B(MBSP) C D E F WT (g) DRIP CUP - SMALL OVAL 
        
Complete with integral grating, backnut and gasket.     

Manufactured from PP-B black.    

         

         

PZ.048.DC2 38 160 165 1½” 135 60   175 
CODE N.B. Z A B(MBSP) C D   WT (g) DRIP CUP - LARGE CIRCULAR 
        

         

Manufactured from PP-B black.  Complete with backnut.  

         

         

PZ.048.DC1 38 135 101 1½” 81 60   110 
CODE N.B. Z A B(MBSP) C D   WT (g) DRIP CUP - SMALL CIRCULAR 

      
 

LAB SINK – 560 x 355 x 230mm 

         

Manufactured from PP-B black.  Flange thickness 6mm. 
 

 

CODE N.B. L  W D�� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � �   WT (g) 

PZ.560.SNK/B  38  560  355 230     

Dimensions in mm 

PZ.552.SNK/B 38 552  400 231     



 

 
 
   

       

 

 
FS-6 152     67 

FS-4 102     47 

FS-3 76     40 

FS-2 51     15 

FS-112 38     11 
CODE N.B.      WT (g) 

       

  NUT-6 152 218 45    251 

NUT-4 102 162 40    152 

NUT-3 76 135 34    96 

NUT-2 51 87 25    31 

NUT-112 38 77 21    23 
CODE N.B. A B    WT (g) NUT 

 
 PLUG-6 152      

PLUG-3 76     99 

PLUG-2 51     30 

PLUG-112 38     19 

CODE N.B.      WT (g) PLUG 

       
102 – 152mm 

  
38 – 76mm 

 AC.168.PCM/Z 152      220 

AC.090.PCM/Z 76      50 

AC.050.PCM/Z 38      20 
CODE N.B.      WT (g) 

       

AC.063.PCM/Z 51      25 

AC.114.PCM/Z 102      80 

Dimensions in mm 

MS-112 38      

MS-2 51      

MS-3 76      

MS-4 102      

SPARE FUSION-LOCK SEAL

SPARE STAB-LOCK SEAL

PIPE CLIP 

CODE N.B.       

 PLUG-4 102   152 



 

DEBURRING TOOL CODE N.B. WT (g) 

DEB-04 38 / 50 / 76 / 102 290 

   

Pipe deburring & chamfering tool for mechanical joint systems. 

  

SPANNER WRENCH CODE N.B. WT (g) 

SPAN-112X2 38 / 50 146 

SPAN-3X4 76 / 102 365 

Nut wrench for both Fusion Lock and Mechanical joint systems. 

  

CLAW WRENCH CODE N.B. WT (g) 

CLAW-346 76 / 102 / 152 673 

   

 

Large capacity wrench for octagonal shapes. 

STRAP WRENCH CODE OD RANGE WT (g) 

TS.114.SW- 48 - 114  

   

 
TS.168.SWS STRAP WRENCH STRAP TO SUIT ABOVE TOOL FOR 152nb PIPE  

PIPE CUTTER CODE N.B. OD RANGE WT (g) 

TS.060.QAC 32 / 51 42 - 60 821 

TS.114.QAC 38 / 51 / 76 / 102 48 – 114 1240 

TS.168.QAC 152 168 1647 

   

   

 
   

CODE N.B. WT (g) STAB-LOCK    LUBRICANT

Dimensions in mm 

PZ.002.LNL  61 200g Tub of Petroleum Jelly



      

 

   

TH.WELDER Carrying case comprising the following components:  

    Electrofusion Welding Machine  

   

   

   

   

    

     

For the jointing of sizes 38mm – 152mm TH.168.FLK Carrying case comprising the following components:  

 

 DEB-04 Deburring Tool - 1  

 SPAN-112X2 Spanner Wrench - 1  

 SPAN-3X4 Spanner Wrench - 1  

 CLAW-346 Claw Wrench - 1  

  TS.060.QAC Pipe Cutter - 1 

  TS.114.QAC Pipe Cutter - 1 

  TS.168.QAC Pipe Cutter - 1 

  TS.114.SW- Strap Wrench - 1 

  TS.168.SWS 152mm Strap wrench strap - 1 

  TS.001.RDG Ring Depth Gauges - 1 

  TS.100.WW- Welding Wipes - 1 Tub  

  TS.001.SAT Si-C Abrasive Tape - 5m 

  TS.001.VEL One Wrap Fixing Tape - 10m 

 

Dimensions in mm 

The items marked with a  *  are available in the Stab-Lock tool kit

*

*
*
*

*
*

*
*

CPV-ZURN ELECTROFUSION TOOL KIT

CPV-ZURN ELECTROFUSION FUSION-LOCK WELDER

ZN CE 0211


