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K-FLEX PIPE SUPPORT

K-FLEX Pipe support is specifically designed to ensure a correct
thickness where joints are made. The PUR central section, which covers
the whole circumference and is attached to two K-FLEX insulating
material sections, ensures a perfect continuity of the Vapour barrier.
Longitudinal sealing is obtained by means of the selfadhesive
overlap. The external cover is in Aluminum foil to enhance the
resistant to Fire and Vapour.

K-FLEX pipe support is engineered to combat and prevent the occurrence of Thermal Bridge.
When a support is not insulate correctly, the presence of Thermal Bridge considerably alters the
temperature range compared to where proper insulation is installed. In fact, heat loss due to Thermal
Bridge can be approximately 50% of the heat loss of the entire section of tubing.
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K-FLEX PIPE SUPPORT

Anti-Fungal Nano-Technology

Thermal Bridge Eliminator

Class 0 Fire Performance

Water Vapour Barrier

TECHNICAL DATA

K-FLEX » PIPE SUPPORT

Temperature Range -40°C to 105°C
Compression Strength >2000kN/m2
PU Closed cell % 90% for foam, 100% for cylindrical skin surface

Class 1 (BS 476 Part 7 : 1987)

Fire Performance Class 0 (BS 476 Part 6 : 1989)

Water Vapour Permeability u > 10,000

K Value 0.033 W/m.K

Density 180 kg/m? ~ 220 kg/m?

Recommended Interval 2m~6m

RANGE

| Thickness ] 13mm J 19mm § 25mm § 30mm J 40mm | 50mm | | Thickness | 25mm § 3omm J 4omm § 5omm J 60mm | 65mm | 80omm |
ID(mm) Width ~ Width ~ Width ~ Width ~ Width ~ Width ID(mm) Width ~ Width ~ Width ~ Width ~ Width ~ Width ~ Width
6 48 48 48 48 219 68 68 68 68

10 48 48 48 48 273 68 68 68 68

12 48 48 48 48 325 98 98 98 98 98
15 48 48 48 48 48 48 355 98 98 98 98 98
22 48 48 48 48 48 48 377 98 98 98 98 98
28 48 48 48 48 48 48 406 98 98 98 98
35 48 48 48 48 48 48 426 98 98 98 98
42 48 48 48 48 48 48 453 98 98 98 98
48 48 48 48 48 48 48 508 98 98 98 98
57 48 48 48 48 48 48 610 98 98 98 98
60 48 48 48 48 48 48 660 98 98 98
67 48 48 48 48 48 48 710 98 98 98
76 68 68 68 68 68 68 813 98 98 98
89 68 68 68 68 68 68 864 98 98 98
114 68 68 68 68 68 914 98 98 98
133 68 68 68 68 68 *P/S: Also available: -Non-Halogen K-FLEX PIPE SUPPORT
140 68 68 68 68 68 -Ultra-Cryogenic K-FLEX PIPE SUPPORT

159 68 68 68 68 68

168 68 68 68 68 68

KemBLA (HK) LiIMITED
ERB(EB)EBRAA

Member of Metal Manufactures Group

5/F, Henan Building

K-FLEX reserves the right to change data and technical requirements without notice.
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90 Jaffe Road
[ ] Wanchai, Hong Kong.
INSULATION Tel : +852 2528 0999
GROUP

Fax: +852 2528 3113

Email: info@kembla.com.hk
www.kflex.com www.kembla.com.hk



